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900 series flexible combination with adapter
Systematization LED luminaire, housing made of high
pressure extruded aluminum construction, die-cast
aluminum end caps with no visible screws, Surface
treatment is the sand oxidation and Flame-retardant PC
honeycomb grille + flame-retardant PC lens + flame
retardant PC anti-glare cover, UV and corrosion
resistance, with beautiful appearance, the scientific
proportion and reasonable dimensions, flexible
installing methods, light body, excellent heat
dissipation. The luminaire adopted TIR optic-control
technology, achieve unification between precise control
and high efficiency. Getting better with the “Lumbency
curve” that brought by unique soft switch technology.
Advanced thermal management technology to ensure
consistency of LED life span, color temperature and
maximize output lumens.

Applications: Office, Educational Institutes, Hospitals,

Warehouses, Hospitality, Retails Etc.
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REYIE Light source

IXENERIR Driver

EA B4 Aluminum profiles

FE¥APCIZ B8 i+ FEKAP CiE iR +FEMAP CRhfx E

Flame-retardant PC honeycomb grille

+ flame-retardant PC lens + flame retardant PC anti-glare cover
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Product name: 900 Suspended /Ceiling surface-mounted continuous row
Type: Continuous lighting system
Housing material:High-quality Aluminum alloy
Surface finish: Fine sand oxidation (silver/brown gray/black)
Matte powder coating (matte white)
Diffuser material: Flame-retardant PC honeycomb grille
+flame-retardant PC lens + flame retardant PC anti-glare cover
Light source: SMD
Lumina ire efficiency: 90 Im /W
CRI:>90
Color temperature: 3000K /4000K/6500K
Input voltage: 220V /50Hz
Driver: High efficiency driver
Lifespan: 30000h
Electrical grade: |
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R4 Standard module
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. " (Barlight source )
T CCT: 3000K
= . Colors: Silver/White
6 000 Brown gray / Black
cd/kim n=100% Lux m
Item No Power | Flux L*W*H
[J] 900-SB300HIW 9W/8101m 300%40*40
900-SB600H18W 18W /1620 Im 600*40*40
900-SB1200H36W 36W /3240 Im 1200%40*40
900-SB1800H54W 54W /4860 Im 1800*40*40
-
32 )
(Barlight source )
o i
CCT: 6500K
H——=5  Colors: Silver/ White
:3 000 Brown gray / Black
ltem No Power | Flux L*W*H
900-SB300HIW 9W /850 Im 300%40*40
900-SB600H18W 18W/ 1660 Im 600*40*40
900-SB1200H36W 36W /3280 Im 1200%40*40
900-SB1800H54W 54W /4900 Im 1800%40*40
o
= ¥iE (PointLight)
e 15
(o008 | CCT: 3000K
=5 Colors: Silver/White
ZLBB 000 Brown gray / Black
Item No Power | Flux L*W*H
[J] 900A-SB300HIW 9W/810Im 30074040
900A-SBB00H18W 18W /1620 Im 60074040
900A-SB1200H36W 36W /3240 Im 120074040
900A-SB1800H54W 54W /4860 Im 180074040
_ N o
= ¥%iE (PointLight)
o s
CCT: 6500K
M5 Colors: Silver/ White
L73 000 Brown gray / Black
Item No Power | Flux L*W*H
900A-SB300HIW 9W /850 Im 300*40*40
900A-SB600H18W 18W/ 1660 Im 600*40*40
900A-SB1200H36W 36W /3280 Im 1200%40*40
900A-SB1800H54W 54W /4900 Im 1800%40*40
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113 0.75
Lux uqu
Item No Power | Flux
900-SB300HIW 9W /830 Im
900-SB600H18W 18W /1640 Im
900-SB1200H36W 36W /3260 Im
900-SB1800H54W 54W /4880 Im
2.80|
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493 0.75
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Lux m
Item No Power | Flux
900A-SB300H9W 9W /830 Im
900A-SB600H18W 18W /1640 Im
900A-SB1200H36W 36W /3260 Im
900A-SB1800H54W 54W /4880 Im

FRKIR
(Barlight source )
CCT: 4000K

Colors: Silver/White

Brown gray / Black

L*W*H
300%40%40
600*40*40
1200*40*40
1800*40*40

=¥ (PointLight)

CCT: 4000K
Colors: Silver/White
Brown gray / Black

L*W*H
300*40*40
600*40*40
1200*40*40
1800*40*40
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e EIEIE4H Connection module
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Connection module

Item No L*W*H
900A-SB300N 300*60*40
900A-SBGOON 6006040
900A-SB1200N 12006040
900A-SB1800N 18006040

BATHESEEESL Connection module

FRiREE L | Fstbigst L ek T ReiEisk X feieigsk
End-module | |-module L-module T-module X-module
* ltemNo L*W*H — ltem No L*W*H h Item No L*W*H Item No L*W*H ItemNo L*W*H
900-SB-E  60*40*40 900-SB-I  120*40*40 900-SB-L  80*80*40 900-SB-T  120*80*40 900-SB-X  120*120*40

TRKTeTaE#EsL Connection module
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‘ End-module . |-module L-module ‘ T-module X-module

IltemNo L*W*H Item No L*W*H Item No L*W*H ItemNo L*W*H Item No L*W*H

900-CB-E  60*53*68 900-CB-l  120*53*68 900-CB-L  80*80*68 900-CB-T  120*80*68 900-CB-X  120*120*68

BIT/RIRIT &2 5¢H =& Linear continuous connection demonstration BIT/RIRIT A E R ~=E System combination demonstration

TRAEREL T-module , #

Kimigizk End-module

| FptEsEsk |-module YetTiEsEiE4E Connection module

lEsEtE4E Rotating module
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Xtz X-module

LfZ4E3EsL L-module
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